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STEP  1 :

Detach the elastic to loosen the arms of the front brake

STEP  2 :

5PEGI XLI JVSRX [LIIP FIX[IIR XLI JSVO F] ǰXXMRK
it on the axle of the front wheel hub. Check the direction of 
rotation of the tire which is indicated on the sidewall of the 
tire.

C. ATTACHING THE FRONT WHEEL:
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STEP  3 :

Slide the quick release (QR) into the wheel hub. Check that 
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STEP  1 :
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STEP  1 :

Position the right pedal in front of the right crank arm, the red 
R sticker on the crank arm and the one on the pedal must 
be identical. Then insert the pedal in the thread and tighten 
clockwise until it locks.

STEP  2 :

Position the left pedal in front of the left crank arm, the green 
L sticker on the crank arm and the one on the pedal must 
be identical. Then insert the pedal in the thread and tighten 
counterclockwise until it locks.

E. INSTALLING THE PEDALS

Sticker R red Sricker L green
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G. ADJUSTING THE REFLECTORS
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CARE AND MAINTENANCE
'IQSSZ
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Bemoov brake adjustment and maintenance items:
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ADJUSTING AND REPLACING PARTS  
8S LIPT ]SY XS EHNYWX SV VITEMV ]SYV 'IQSSZ FMOI QSVI IEWMP]� ]SY [MPP ǰRH I\TPEREXSV] 
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LIMITS OF RESPONSIBILITIES
Ensure strict compliance with the conditions of use, assembly, maintenance, and upkeep provided for in detailed information 
available on the website www.bemoov-bikes.be

BEMOOV cannot be held liable for damages or injuries due to:

• 	 Non-compliance with assembly and safety instructions
• 	 Use of the bicycle in an abusive manner and beyond the use for which it was designed
• 
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BEMOOV


